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Introduction:  
Water-resistive barriers (weather-resistant sheathing paper) (WRB) have been required by the model building codes for 
many years and have been required by the International Code Council model codes since their inception in 2000. 
Currently, the code defined benchmark for a WRB is stated in 2015 IBC Section 1404.2 and 2015 IRC Section R703.2 as, 
!""" one layer of No.15 asphalt felt, free from holes and breaks, complying with ASTM D226 for Type 1 felt or other 
approved water-#$%&%'&($ )*##&$# %+*,, )$ *--,&$. /($# %'0.% /# %+$*'+&12 /3 *,, $4'$#&/# 5*,,%"6 7/ &.$1'&38 '+$%$ !other 
*--#/($. 9:;<%6, a number of consensus standards and evaluation agency criteria have been developed to address 
equivalency to the code. Unfortunately, the criteria found in these sources are varied such that products are advantaged 
or disadvantaged depending on the source they use, and there is not a level playing field with regard to code minimum 
performance.  
 
The purpose of this report is to summarize the requirements found in the various standards and evaluation agency 
criteria, evaluate relevant and available test data, and provide a recommendation for the fair treatment of all products 
based on one performance-based benchmark for water-penetration resistance of WRB assemblies. The scope of this 
research report is limited to WRB assembly water-penetration resistance. Other factors related to the evaluation of WRB 
materials, assemblies, and installation methods are not addressed. Also, this research report addresses only the 
application of WRB materials and assemblies as typically used behind water-shedding claddings, not barrier-type 
claddings such as exterior insulation and finish systems (EIFS). 

Background: 
The need for a uniform and effective water-penetration resistance requirement is documented in the literature (Hall and 
Hoigard, 2005; Dorin, 2006; Lstiburek, 2012). In particular, Hall and Hoigard (2005) evaluated current code requirements, 
acceptance criteria, and field experience. They also reported comparative test data under installed water exposure 
conditions, demonstrating that at least some polymeric building wrap materials are capable of performing equivalently to 
asphalt-saturated felt materials. The relevant conclusions from the study include: 

 
1. "Current building code provisions offer no rational means of assessing the equivalency of alternative WRB 

products to ASTM D-226 type I asphalt saturated felt ..." 
2. "The [material-only water-resistance tests] fail to address several important moisture transport mechanisms that 

affect the in-service performance of WRBs." 
  



ABTG Research Report 

ABTGRR No. 1504-03  
Water-Resistive Barriers: Assuring Consistent Assembly Water-Penetration Resistance Page 4 of 6 

Findings: 
Table 1 provides a summary of some of the standards and evaluation criteria currently used.  
 
Additionally, benchmark WRB performance test data from multiple approved agencies (test labs) have been gathered to 
determine an appropriate level of performance for WRBs. See Table 2 for a summary of these test results. Data from 
these approved sources, as well as independent research, support the need for uniformity and clarity in assembly water-
penetration testing of alternative WRB systems.  
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Recommendations:  
! To coordinate and unify WRB assembly water-penetration testing requirements, one of the following assembly 

testing requirements must be met using ASTM E331:  
1. Test the water-resistive barrier assembly as part of a complete exterior wall envelope system including the 

protection of a particular non-barrier-type exterior wall finish material per Section 1403.2, or 
2. Test the water-resistive barrier assembly without the protection of a particular exterior wall finish material, also 

per Section 1403.2, but with test conditions suitable to an exposed WRB test (2.86 psf and 15-minute duration 
with no water penetration). 

! ASTM D226, Type 1 asphalt felt shall be recognized as a deemed-to-comply solution (i.e., assembly water 
resistance testing not required).  

! Water-resistive barriers shall be installed in accordance with the manufacturer's installation instructions to assist 
in proper use and enforcement and ensure the intended performance level is met. 

 
The basis for the recommendation is to use the same test method (ASTM E331) and adjust test conditions for two 
optional qualification approaches to account for the presence or absence of an exterior wall finish material over the water-
resistive barrier. It is important to be able to test these two ways to appropriately qualify WRB assemblies (1) for use with 
a specific exterior wall envelope system (including a specific cladding material) or (2) to more generally qualify a WRB 
assembly for use with multiple exterior wall finish materials by testing the WRB assembly in an unprotected or exposed 
condition. 
 
The water-penetration resistance test criteria proposed for the second condition, where the WRB assembly is 
unprotected, is consistent with criteria specified in ASTM E331 (e.g., 2.86 psf and 15-minute duration with no water 
penetration). This requirement is also consistent with that used in another code referenced standard for water-resistive 
barrier coatings that are tested in an unprotected condition (refer to IBC Section 1408.4.1.1) for use with EIFS. Thus, the 
proposal is consistent with two code referenced standards. It is also reasonably consistent with the performance of 
asphalt felt when tested in an unprotected condition (see Table 2) and, therefore, complies with the equivalency intent of 
the code as based on testing by three different certified laboratories where performance of 5 to 15 minutes at 2.86 psf was 
observed for asphalt felt using ASTM E331. 
 
The proposed requirements are consistent with the intent of equivalency between code recognized materials and methods 
(e.g., asphalt felt) and other alternative WRB materials and assemblies. Therefore, this proposal will help to ensure 
acceptable and consistent performance of various types of alternative WRB materials and assemblies in a non-
exclusionary and effective manner. 
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